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Materials Division of the Office of Naval Research, Arlington, VA, 22217.

&I

N



SUMMARY

This program is concerned with the development of a novel class of artificial dielectrics and a
deeper understanding of its properties at millimeter wavelengths. The work is divided between two
subclasses, one of essentially non-magnetic composite dielectrics, Part A, and one of composite
magneto-dielectrics, Part B. Inasmuch as some aspects of the latter group are classified, this third
(extended) annual report (for the period 1 Oct 1985 to 30 June 1987) appears in two sections of which
this is Part A (unclassified). In this report period we have completed the tasks of the contract work
statement dealing with the non-magnetic artificial dielectric composites.

We have improved the electromagnetic evaluation of polymeric binder artificial composites in the
centimeter wavelength range, 2-18 0Hz, through collaboration with Nav•,! Rp.,earch Lab staff. Our
earlier wor'< at 35 GHz in the millimeter wavelength region on suca r .,positec has been extended (at
NRL) into both the K.-band (26-40 GHz) and the W-band (75-110 GrCz). Permittivity results
changed but little over the full range covered. However, the induced permeability results showed
variations with frequency and size which are consistent with the calculations and early data presented
in prior reports In this program. This success provides a foundation for working with the more
difficult metallic magneto-dielectrics.

Permittivity behavior focusses on the packing dependence and the scaling properties with change
of binder. The former behavior was sketched in the earlier stages and was well corroborated in the
present phase. Experiments with an alternative inorganic binder show qualitatively similar behavior
to the polymer binder, but with higher dielectric constants. When scaled to binder permittivity, the
two systems agree satisfactorily at low packing, with deviations at higher values attributed to alloy par-
ticle distortion during inorganic composite preparation.

Modeling the permittivity behavior of these randomly packed artificial dielectrics is another suc-
cess in this period. Ideal experiments in the literature on fluid systems provide an empirical reference
model which some of our data resemble. A rather simple pair-interaction model, developed with
Prof. W.T. Doyle, comes closer to describing the experimental results than any other model known to
us, Although the model is obviously an oversimplification, it illustrates the importance of local clus-
tering and higher order multipole effects. The apparent convergence of experiments, and of experi-
ment and model, result in a satisfactory predictive control in considering the permittivity behavior of
this class of artificial dielectrics.
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I. INTRODUCTION

This research focuses on the development of a class of artificial dielectrics and seeks a better
understanding of its electromagnetic properties at millimeter wavelengths. This is the third
(extended) year of the program. The motivation for this study was derived from a Theoretical Radar
Absorbing Materials Model developed by us during a classified program [1]. That study was based on
analysis of measurements at microwave frequencies (centimeter wavelengths), albeit with many impli-
cations for the millimeter wavelength region. The current program is generally divided between two
subclasses, one of essentially nonmagnetic composite dielectrics (unclassified) and one of composite
magneto-dielectrics (classified, at least in part). This annual report is thus prepared in two sections,
Parts A and B, with the work on magneto-dielectrics appearing in a subsequent classified section, Part
B.

In the previous stages of this program [2,3] an interesting artificial dielectric was developed.
Metallic alloy particles of the composition Ni92 Crs were prepared by gas-water atomization which
left a thin oxide coating for isolation as verified by resistance and Auger electron spcvtroscopy. The
alloy Is ferromagnetic below a Curie point of - 165 K, which facilitates a magnetic determination of
volume loading in composites while retaining the desired nonmagnetic behavior at room temperature.
A polymeric binder was used initially, and a successful effort was mounted to develop an alternative
inorganic binder. Classical calculations show that induced magnetic dipole effects (eddy currents)
depend markedly on the ratio of particle radius to skin depth which in turn depends on frequency and
alloy resistivity. The material and measurement parameters of this study span the range of interesting
behavior. Initial measurements of the complex permeability of polymeric composites around 10 GHz
and at 35 0Hz agree rather well with calculations.

An exploration of theoretical descriptions of the dielectric properties of heterogeneous media
illustrates why the relatively simple Clausius-Mossotti/Maxwell (C-M/M) calculation is a good start-
ing point for non-percolating systems of the present type. Measurements of permittivity versus
volume loading (at 35 GHz) conform generally to the prediction of modern calculation in a smooth
departure from the host binder value and in an upward deviation from the classical CM/M calcula-
tion. The effects of higher-order multipole interactions and geometrical packing limits as calculated
in recent years for regular lattice arrays are thus demonstrated in random composites. However, the
upward deviations with increasing volume loading are steeper than predicted, which may be a conse-
quence of local microstructure.

This unclassified portion of the Annual Report covers work described under Tasks 1, 2, 3, and 7 of
the original program schedule. Their titles are as follows: Investigate Effect of Binder Permittivity in
Artificial Dielectrics, Analyze Effects of Mficrostructure Control in Passivated Metal-Insulator Corn-
posites, Develop Alternative Theoretical Approaches to Composite Dielectrics, and Investigate
Millimeter-Wavelength Properties of Artificial Dielectric Composites.

Again this year there were significant inputs to the effort from a number of collaborators and con-
sultants. We are happy to acknowledge them, as listed here with thehi areas of contribution: For
improved measurements at centimeter wavelengths as well as for experiments at millimeter wave-
lengths, F.J. Rachford, S. Browning and D.W. Forester (Naval Research Laboratory, Washington,
D.C.); for microwave measurements at K. band, J.0. Hanson (GE-ReEntiy Systems Operation, Phi-
ladelphia); for preparation of composites with alternative inorganic binder, M.P. Borom and L.E.
Szala (GE-CRD); for a wide range of responsibilities with the principal investigator, [1.J. Patchen
(GE-CRD); for major contributions in the modeling of random artificial dielectrics, Prof. W.T. Doyle
(Dartmouth); for general consultations on physics and measurements, Prof. W.P. Wolf (Yale).
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II. POLYMERIC BINDER COMPOSITE DIELECTRIC

In this section we focus on the essentially non-magnetic artificial dielectric prepared with Ni-Cr
alloy in a polyurethane polymeric binder as described for previous stages of this program [2,3]. The
earlier microwave measurements have been considerably improved and extended as reported below.
Measurements on composites with the alternative, higher-permittivity, inorganic binder are discussed
in Section III.

I. Improved Evaluation at Centimeter Wavelengths

In the preceding reports [2,3] we presented measurement results for the complex constitutive
parameters, c ', It" (permittivity) and ' -, 1A" (permeability) for the frequency range, 6-12 0Hz, as
obtained from a somewhat antiquated Hewlett-Packard Network Analyzer in the Series 8410. During
a visit to NRL in November 1985 to disuss millimeter wavelength experiments, we brought our 7-mm
diameter coaxial toroids for possible confirmatory measurements on their newer H-P Series 8510
analyzer. Through the cooperation of F.J. Rachford and with the help of S. Browning, it proved possi.
ble to measure all eight members of the series (Table 3, Reference 2) from zero volume-loading, p,
up top -0.4, In most cases, more than one toroid was measured. The range of measurement was
250 MHz to 18 GHz, but owing to thickness effects, the results were most useful between 2 0Hz and
18 0H-Iz,

An example of the quality of this work is shown in Figure 1 for the sample #2, with a volume load-
ingp -0.41 of alloy particles in the size range 20 /m < d <37 prm. The whole series was measured in
about 4 hoursl The overall quantity and quality of the results, when also coupled to the fixed fre-
quency 35 0Hz measurements reported in Reference 3, inspired us to present a brief report at the
March 1986 meeting of the American Physical Society [4].

The performance of that instrument left such a profound impression on us that we were able to
convince our management to order similar equipment in mid-1987, (This was forced by the terminal
illness and breakdown of our older 8410 system.)

We have since come to understand some mildly deprecatory remarks by Rachford and Browning
about the quality of their November 1985 data, in response to our joyous praise thereof. Thus we now
understand that data acquired more slowly, with repeat data averaging, forward and reverse propaga-
tion direction averaging, as well as very careful attention to sample fit and calibrations can produce
even better quality data. After the period of this report, we were able to measure one of the original
samples on our new H-P 8510-B Network Analyzer. Typical very good results for the same sample
#2 are shown in Figure 2. Unfortunately, most of the samples had lost their mechanical integrity by
the time of this measurement, so the full series could not easily be repeated. (The polyurethane
binder is intended for laboratory model composites and was chosen for ease of fabrication rather than
long term durability.) It should be stressed that the showing of comparative data is not done in a
sense of competition, but rather to illustrate the potential of the modern instrument,

Combining the NRL results for dielectric behavior, at the selected frequency of 10 GiIz, with the
GE-RSO results on these composites at 35 GHz (Figure 5 of Reference 3) yields the curve of Fig-
ure 3. The agreement between the two sets is generally quite good, reinforcing the conclusions of
negligible frequency dependence and independence of particle size. The former conclusion is also
rather well supported from Figures 2 and 3 (e ", data) over the near-decade of frequencies, 2 to
18 0Hz.

6
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greater care on the HP 8510B Network Analyzer at GE-CRD.
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The data of Figure 2, and for the other samples measured at NRL, enable us to add significantly
to our study of the frequency and particle-size dependences of the induced permeability effects in
these non-magnetic artificial dielectric composites. (For our earlier results, see Figure 9.16 of Refer-
ence 3 and Figure 18-25 of Reference 2.) We defer presenting these results until the next subsection,
so as to include the available higher frequency data.

11.2. Evaluation Effbrts at Millimeter Wavelengths

Initial efforts at extending the frequency range of measurements were reported in Reference 3.
These were carried out at 35 Gl-z (fixed frequency) by J.O. Hanson at GE-RSO (Philadelphia) using
a slotted line technique with a circular waveguide cavity on some 7 samples (see Figure 3). According
to the provisions of the contract, other millimeter wavelength region measurements are to be per-
formed at the Naval Research Laboratory within the limits of their equipment and scheduling. The
principal collaborators there are Dr. Fl. Rachford and Dr. D.W. Forester. In Reference 3 we
described the preparation and initial characterization of nominal p- 0.40 samples for free space (or
arch) methods and for waveguide techniques at several bands, e.g., K, (26-40 GHz), Q (40-60 G0-z)
and W (75-110 GHz). (See Sections 11.1 and 11.2, Table 1, of Reference 3.)

A considerable effort was expended at NRL on this project by Rachford. Satisfactory results were
obtained for the waveguide samples at K. band, as judged by consistency with the lower frequency
data and the overlapping experiments at 35 0Hz by Hanson. Most of the the remaining effort was
directed toward obtaining free space transmission on an x-ray diffraction table for fixing the various
angles needed in the analysis. The samples had been cut to thickness suitable for W-band. There
were a few successes in the W-band range, but when these samples were used at K, or Q bands, the
results were unsatisfactory.

As an example of success at W-band, the data for a p -0.39, 20 )Am < d < 37 ;4m composite are
shown in Figure 4. The permittivity value of about 20 agrees with Figure 3 and the relative permeabil-
ity of about 0.6 will turn out (below) to fit well with other results. Implicit in the general fit of the per-
mittivity is the condition that the dielectric behavior of the permuthane binder at - 100 -Hz is essen-
tially the same as at the lower frequencies. This is nicely confirmed by direct measurements at NRL
on a polyurethane slab supplied by us. Rachford reports a nearly constant value for e; of 2.6 when
fitting data from 75 to 110 GHz. This is quite close to the lower frequency values of 2.8 and 3.0 previ-
ously obtained. If we had full confidence in the accuracy of the slightly lower value, it would imply an
8% reduction in the composite sr at that frequency relative to a low frequency value. However, sucha spread is within the scatter limits of the experimental results.

Returning to the waveguide measurements, several techniques were employed. The "most accept-
able" results came from analysis of network analyzer measurements of the amplitude and phase of the
transmitted signal S2 for single and double thicknesses, When reflection measurements S1 I with and
without a short circuit backing were included, there was considerably more frequency dependence to
the calculated c and u values then with the other experimental set, as well as more than "expected,"
based on the lower and higher frequency data already explored.

In Figure 5 we show permittivity and permeability results obtained by fitting to the observed S.1
parameters for a p = 0.42, 20 )Am < d < 37 jum composite sample in the K,, band. The r value of 24.5 is
in excellent agreement with results of Figure 3 and the 1u; behavior is also rather satisfactory. A simi-
lar success was obtained for the smaller particle, d < 10 pm, p 0 .36 sample in this same frequency

,8-:
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band, from the S21 parameters. Deviations from "perfect" agreement are within the scatter band ot
general results.

Following these descriptions, we can present the ensemble of permeability data superposed on
model calculation [2]. These include the frequency and size dependent results from the 2-18 GHz
band (from NRL) in addition to our earlier data [2], the K. band and 35 Gl-z fixed data, and the one
data group (pm-0.4) from W-band (75 to 110 GHz). Loss permeability, Pr", was not measurable in
the NRL experiments. The results and comparisons appear in Figures f '- for the real part, p;, and in
Figures 10-13 for the imaginary (or loss) part, p;,". While the addition of more results introduces
some small confusion and more scatter to these graphs, especially forp=0.4 which embraces most
samples, the rough accord between experiment and calculation is preserved for both p,' and •; T'he
qualitative features are, however, easier to see on the '4 comparisons, e.g., particle size effects. We
can also imagine the possible further improvement that could follow upon further attention to meias-
uremnent procedures in high quality equipment such as the HP 8510 Network Analyzer (Cf discussion
of Figure 1 anc 2).

Overall, with the ensemble of data from up to 5 different measurement experiments covering from
2 -Hz to 100 3i-z, we feel secure with the agreement between model and experiment.

III. PERMrIMTY EFFECTS: ALTERNATIVE INORGANIC BINDER

As noted in our earlier reports, especially Reference 3, the dielectric constant of the binder, cý, is
a scaling parameter in the formulas for the composite permittivity, s,, of artificial dielectrics. In
other words, ib sets the level in a multiplicative way for cý. For example in the Mitoff approximation
to the Maxaell (Clausius-Mossotti) formula [5]:

log ' a log a + G p

or

b 1o0,
wherep is the volume loading of the metallic particle and G is a constant of value 1.3. Thus choosing
a binder with twic( ar half the value for c' is predicted to produce a doubling or halving in the value
of <. The relevance of this effect lies in its role for the electromagnetic wavelength in the medium,
an important parameter in many applications.

In the original proposal, one of the tasks was to verify this prediction in the microwave and/or mil-
limeter wavelength regions by comparing artificial dielectric composites with two different insulating
binders. (in hindsight, the proposed task was rather naive ijn that the prediction has been rather well
established.) Our plan called for one organic, polymeric binder, for which c' is usually near 3, and a
second inorganic binder that could carry an c, value in the range of 6 to 10.

The search for a suitable inorganic, hopefully high permittivity, binder was more difficult than
anticipated. It was documented in our prior report [3]. We settled on a low melting lead-solder glass
in a processing procedure chosen to cause least chemical interaction and, at most, minor deformation
of the metallic alloy particles, Volume loadings were obtained as before, i.e., measurement of comnpo-
site Curie temperature (below room temperature, - 150 K) along with low temperature (6 K) satura-
tion magnetization.

A significant snag developed when it proved essentially impossible to machine satisfactorily pre-
cise toroids for coaxial line microwave characterization. We then resorted to fabrication of the

10
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simpler solid disks needed for the slotted-line technique used at the single frequency, 35 GHz, by our
colleague J. Hanson at GE-RSO (Philadelphia).

111.1 -ligh-frequainy Permittivity Measurements

A new series of samples was fabricated for these measurements. Their initial characterization
parameters are shown in Table 1. Although the least aggressive fabrication procedure of the prior
work was that of sintering the Ni9 Cre alloy powder with the low melting glass, the resulting compo-
sites did not have a high density and were still rather weak for subsequent machining. Therefore, a
mild hot pressing at relatively low temperature was used for most of the new samples. Based on the
early work, this would likely produce slight deformation of the alloy powder, which could influence the
electromagnetic results.

Measurements on solid disks were made at 35 GHz for these samples and for the binder glass.
The latter exhibited a dielectric constant, C,', of 8.2, almost three times that of the organic polymer
polyurethane. Thus a clear binder permittivity effect should be aeevn. In Figure 14 we show the
results for permittivity versus volume loading, c vs. p, for this series. It should be compared with
Figure 3, and the qualitative similarity is obvious.

Next we consider the comparison on a quantitative level, presented in Figure 15. This graph takes
c"/c• for each binder where c; is 2.8 for the polymer and 8.2 for the glass. At low loadings, up to
20% by volume, the scaled agreement is excellent. There is appreciable deviation at higher p-values.

A possible reason for the deviation is the enhanced polarizability of non-spherical particles such as
might have occurred during the hot-pressing preparation. It should also be recalled that the powder
preparation run RS-67 already yielded a modest share of non-spherical "pickle-like" particles as was
shown in Figure 17 of Reference 3. A comparative scaled plot of polymer composites of this alloy
with one for B-series polymer composites, whose alloy particles are quite spherical, was shown in Fig-
ure 8 of Reference 3. The Ni-Cr alloy series (from RS-67) permittivity data had a considerable
upward deviation from the behavior of the B-series, even without any possible deformation of the pa'-
ticles in composite preparation. In hindsight, we now attribute that deviation between the two experi-
mental systems to the non-spherical nature of some of the Ni-Cr alloy RS-67 particles. (We note in
passing that Figure 15 also includes 35 GHz data from the K,.-band sweeps at NRL on the two polym-
eric composites described above in Section I1.2 and Figure 5).

To sum up this section, the data of Figure 15 do confirm the role of binder permittivity as a scaling
parameter in the dielectric behavior of artificial dielectric composites. We remarked earlier that this
has an impact on application design. It also could be relevant for quality control in composites. If
there were significant porosity in a particular composite preparation, that could be treated according
to mixing rules as a diluent to the binder [5,2] which in turn could lower the final composite permit-
tivity.

111.2. High-frequency Permeability Measurements

These inorganic composite samples measured at 35 GH-z also displayed relevant permeability
results, along the lines previously modelled for the polymeric binder composites. Inasmuch its both
binders are non-conducting and non-magnetic, (p; - 1, pg" a 0) there are no changes introduced in
the expected permeability behavior by changing binder. Since a single particle size group was used
for this series, 10 pm<d<20 pm, we make our comparison between experiment and calculation with
th . expected behavior for d - 20 pm. The comparison is shown in Figure 16 for both real and
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TABLE I

Thermomagnetic Evaluation Parameters of Inorganic Composites
Used for Electromagnetic Study

Material SG-7 Lead-Solder Glass with RS-67 Run of Ni"Cr1 , 10<d<20 am

Curne Sat-Mag Measured
Sample Nominal Temp a,. (6 K) Specific VoL Load
Identity Alloy v/o K emu/g Gray. p

SG-7-1A (hp) 10% 151±24 3.47 4.50 .115

SG-7.1B (hp) 10% 149±24 3.22 4.47 .106

SG-7-2A (s) 20% 141±t23 5.48 4.67 .196

SG-7-3B (hp) 30% 151±28 7.70 5.28 .298

Notes:

hp - processing by hot pressing around 600 *C and 300 psi.

s - processing by sintering only at 535 'C for 20 m.n,

Sample 2B broke during machining.

Sample 3A echibited gross conductivity.
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imaginary parts of the permeability. The bars on the experimental represent the full spread of several
data points obtained from various disks of the same nominal (or identical) loadings. The agreement
is fully satisfactory, a tribute to the quality of the measurement method and to the adequacy of the
model.

IV. IMPROVED MODELING OF RANDOMLY PACKED ARTIFICIAL DIELECTRICS

The idea of a model dielectric which consists of an assembly of metallic globules separated from
each other by insulating material (= an artificial dielectric) goes back at least as far as Faraday in
.1837. It represents one limit in the properties of inhomogeneous media (or composite materials)
which have provided problems for theorists and engineers for the ensuing century and half. An excel-
lent survey of the early history and of the evolution of seminal concepts has been recorded by Lan-
dauer [6]. Indeed the subject remains one of active interest, as witnessed by several recent topical
conferences [7,8]. It is also relevant to note that for composite materials the calculation of dielectric
constant, magnetic permeability, electrical conductivity, thermal conductivity and diffusion properties
can often be formulated in precisely analogous ways. Thus there is a common literature for such
phenomena from which one can readily apply theoretical and experimental results to the various pro-
perties. While we cited a number of papers of special interest to us in Reference 2, particularly with
regard to periodic arrays, it -nay be helpful to the reader to know of other references of the post-war
decades. The selection ;s nm) intended to be complete in anyway, but represents some papers which
either come well recommekided or upon which we stumbled en route [9-15]. These give some idea of
the range of publication media and also would serve to help one find other work on the subject.

There is a basic distinction between several classes of models of heterogeneous dielectric media.
More modern theory follows the work of Bruggeman [6,16]. This is a symmetrical (two-component)
effective medium model wherein particles of type 1 are mixed randomly in some proportion with
those of type 2, so that each may be surrounded by particles of both types. If one type is conducting
and the other insulating, there will be a percolation threshold composition at which conducting paths
are established. The volume loading for this to occur is about 0.15 to 0,2. This model is often labeled
EMA (eff.med.approx.). The upper inset in Figure 17 depicts this topology and the curve shows the
dramatic change that occurs at percolation according to one mathematical model.

In another (older) class of model one assumes that particles of type 1 are completely surrounded
by material of type 2. It is clearly necessary to specify whether metal has been added to a dielectric
host or vice versa, i.e., the model is unsymmetrical. This class of model is associated with the names
of Maxwell, Maxwell-Carnett, Clausius and Mossotti, and Lorentz and Lorenz. It too is really an
effective medium (or molecular field) model. It is variously called by any of the names just cited, e.g.,
MGT, CM, etc. Real-life examples of this model are ordered (cubical) arrays of spheres in a different
medium, or an otherwise correlated medium such as coated spheres in a random arrangement, with
each metal particle surrounded by a concentric dielectric coating. The lower right inset in Figure 17
describes this model and the curve for its behavior is indicated. Our coated alloy particles fall into
this class of composites.

In recent years, rigorous calculations (and some measurements) of the ordered arrays have
appeared and they have relevance for the random coated array. Features of these theories are the
significant effects of higher order multipoles beyond the dipole-dipole model and the (obvious, but
sometimes ignored) maximum packing limits. These factors, along with departures from metal parti-

p cie sphericity usually promote upward deviations in the curve of t' vs. p. Nevertheless, the existing
theoretical models fall short of describing the effects reasonably quantitatively.
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In discussion with our consultant, W.T. Doyle of Dartmouth, who had carried out complete mul-
tipole calculations for ordered arrays of conducting spheres [17], we conceived of an instructive but
very much simplified approach to the problem of randomly packed artificial dielectrics, The germ of
the idea comes from Inspection of a micrograph of one of our actual composites of Ni-Cr particles in
polymer at 10% volume loading (from Figure 4a of Reference 3), in comparison with a schematic
diagram used by inicroscopist-ceramists to estimate porosity. These are shown in Figure 18. In a lim-
ited, but incorrect, sense the schematic diagram may be termed an "idealized random" composite
with the volume loading as indicated. While there is no periodicity, it lacks the density fluctuations of
a truly random loading. On the positive or idealized side, the particles ( - dots) never touch or
coalesce until the packing limit is reachedl This would be about 63% for a 3-D random array. Thus
this "random" schematic actually represents a correlated medium. In fact such an assumption of a
correlated medium was included [18] in the "estimated calculation" for a random or disordered array
carried out by the Australian group (9] by using scaling arguments on the rigorous results for an
ordered array.

In contrast, when one examines the micrograph of the actual composite, local clustering is quite
evident. This comparison led us to consider a model based on pair interactions. Prof. Doyle's report
on this model performed as a subcontract follows.

IV.A Pair Interactions in Artificial Dielectric Media (W.T. Doyle)

IV.1.1 Introduction

The average permittivity of an inhomogeneous medium composed of spheres of one substance
embedded in a continuum of a different material (cermet topology) is, in general, a complicated func-
tion of the permittivitles of the constituents, the volume filling factor, particle shape and size, and the
details of the particle distribution function. Although the permittivities may be complex and depend
upon frequenoy, we shall be concerned only with perfectly conducting particles in the electrostatic
limit.

In the simplest case of a regular array of spheres of uniform size the permittivity may be com-
puted exactly (17, 19, 20]. When one or the other of the various parameters has a non.zero variance,
the problem becomes substantially more difficult. If all parameters exhibit wide variances the prob-
lem is essentially intractable. Fortunately, in practice, it is possible to obtain nearly mono-disperse
distributions of good spheres. However, even an array of uniform sized spheres presents difficulties
when the spheres are randomly distributed in space. For such media the permittivity may be calcu-
lated only approximately.

If only dipole interactions are present, the permittivity of an isotropic medium is given by the
well-known Clausius-Mossotti relation. For regular arrays this case occurs in the limit of low filling
factors. For random distributions close encounters can occur even with low filling factors, and
corrections may be necessary even with low particle densities. Experiments with nominally "random"
media often exhibit substantial departures from the predictions of the approximate formulas, usually
of the kinds to be expected from enhanced particle interactions due to particle clustering,

IV.I.2 Clustering Effects

In a neutral dielectric medium only dipole and higher multipolar interactions exist, and all depend
inversely upon increasing powers of the distance between the particles of the medium, As a conse-
quence, the multipole interactions grow rapidly with increasing volume filling factor. Because
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they are positive, all multipole contributions lead to an increase in the dielectric constant with
decreasing interparticle distance. A macroscopic manifestation of the this is a strong non-linearity of
the dielectric constant when plotted as a function of volume filling factor. All experiments and physi-
cally valid theoretical approximations show this nonlinear behavior. An immediate consequence of
this simple arithmetic fact is that any departure from strict constancy of the density of the medium
leads to an enhancement of the dielectric constant.

Density fluctuations are inescapable in a random medium. They occur statistically, if for no other
reason, although there are often stronger variances associated with fabrication, such as incomplete
stirring, particle cohesion, settling, substrate distortion, interparticle forces, and other factors. Any or
all of these density fluctuations can be expected in any given sample, and all can lead to an increase in
the measured mre.roscopic average dielectric constant. We shall refer to all such enhancements as
"cluster effects."

* The problems associated with an unrestricted density variation are formidable, if not actually
unsolvable. In this report we shall examine one of the simplest types of clustering effect: the permit-
tivity enhancement produced by the presence of a population of closepairs of particles in a medium
consisting of perfectly conducting monodisperse spheres. We shall only consider interactions between
isolated pairs of particles. All larger clusters of particles and larger scale density fluctuations will be

* ignored.

"The interaction of an isolated pair will be treated exactly, including the effect of all higher mul-
tipoles mutually induced by the partners on each other. As will be seen, the pair interaction leads to
an enhancement of the effective polarizability of the pair. Once the pair polarizability has been found,
the pair may be treated as a molecular dipole in calculating the dielectric constant of an ensemble of
mixed isolated particles and pairs.

IV.13 Pair Polarizabilitles

Laplace's equation is separable in bispherical coordinates, so the problem of two conducting
spheres in a uniform external field may be solved exactly. Using this coordinate system Levine and
McQuarrie [21] obtained series expressions for the total polarizability of a system of two spheres with
arbitrary separation. We follow their treatment here.

The polarizability of the pair may be written

OýW, - CW1 + aC2 + 0112  (I)

where a, - C- R3 is the polarizability of either of the two identical isolated spheres, and a12 is the
incremental polarizability caused by each sphere's total field on the other, Since the solution is exact,
this enhanced polarization includes the effect of all higher multipoles induced on these two spheres in
a uniform external field.

The polarizability tensor of a pair is axially symmetric so there are two independent components
9124L and l12.T, longitudinal and transverse to the pair axis, respectively. The average polarizability of

an ensemble of pairs with axes distributed isotropically is given by

a12 ,0 " (Q12,L + 2 a12,T)/ 3  (2)

For an isotropic random medium Q12,0 is the important quantity.
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"The polarizabilities ai12,T and a12.L are given by

O12,T = 2R3sinhq, • (.1/ 4 (sinh sE) 3  (3)
s=2

and

a12J = 4R3sinh3 . t[(S.(MS 2(% , )s I (Q,)SI(%))/S,(q0 )]-ZR 3  (4)

where q. is defined by
cosh = =x (5)

2R
The pair separation parameter x - r/2R is determined by the interparticle center-to-center distance,
r, and the sphere radius, R. The functions S.,(%), S1(qI), and S 2(q.o) are given by

Sk(q.,) -(6)S 1% 0 exp[(2t+ 1)%]-1 6

The polarizabilities obtained with equations (2)-(4) (normalized to R ) are tabulated in Table 2
and shown graphically in Figure 19, From the figure it is clear that a substantial enhancement of the
dielectric constant can occur in the presence of many closely spaced pairs. For spheres in contact, all
of the incremental polarizabilities are of the same order of magnitude as the polarizability of an iso-
lated sphere. The average polarizability, a42,0, which determines the dielectric constant of a random
distribution, drops off very, apidly with increasing separation of the spheres in a pair.

IV.1.4. Dielectric Constant

The values given in Table 2 are for pairs of particles. The incremental polarizabilities per particle
are half as large as the tabulated values. To find the average effective polarizability of a particle of
the medium we must add one half of the incremental polarizability for a given pair, a12,0(x)/2, with
separation parameter x, to the isolated sphere polarizability, R 3, and then average over all pairs in ,he
medium. Thus

<a> = R 3 +1/2fn2(x)a09 2,odx (7)

where n 2 = N 2/N is the fraction of particles that are members of pairs, x is the interparticle distance
parameter, and R is the particle radius.

* Equation (7) shows that we need further information about the particle distribution in order to
calculate the effective polarizability. ThLs kind of detailed structural knowledge is required with any
approximation higher than the dipole approximation. In the present case we must know, or make
some assumption about, the number of pairs present for each value of the separation parameter
x - r/2R.

The simplest assumption we can make regarding n 2(x) is that all of the pairs have the same
i separation,T, say. Then we have

<a> = R3(1+n 2 (i)a12,o0n/2R 3 ) (8)

so that there are only two adjustable parameters; the fractional number of particles in pairs, n2x),
with the effective separation parameterx_ The value of a12,0ox) is taken from Table 2, using the

]A

24

,NN i-



TABLE2

Incremental Polarizabilitles a12, Per Pair (Normalized to R3)
as a Function of the Separation Parameter, x=r/2R.

Subscripts T, L, and 0 designate the transverse, longitudinal
and average composites, respectively. (Sphere radius Is R, and

interpartlcle separation, center.to-center, Is r.)

X aO T IL2,L 912,o

5.00000 -0,0020 0,0040 0.0000
4.00000 -0,0039 0.0078 0.0000
3.00000 -0.0092 0,0187 0.0001
2,00000 -0.0307 0,0648 060012
1.90000 -0.0356 0.0762 0.0016
1.80000 -0.0417 0,0904 0,0023
1.70000 -0.0492 0,1086 0.0034
1.60000 -0.0586 0.1323 0.0050
1.50000 -0.0704 0.1641 0.0078
1.40000 -0.0853 0.2083 C.0126
1.30000 -0,1043 0.2729 0.0215
1*20000 -0.1235 0,3757 0.0396
1.10000 -0.1591 0.5695 0.0838
1.09000 -0,1625 0.5998 0.0916
1.08000 -0.1660 0.6336 0.1005
1,07000 -0.1696 0*6719 0.1109
1.06000 -0.1733 0.7159 0.1231
1.05000 -0.1770 0,7673 0.1377
1.04000 -0.1609 0.8291 0,1558
1,03000 -0,1848 0,9066 0.1790
1402000 -0.1887 1.0107 0.2111
1.01000 -0.1928 1.1730 0.2625
1.00900 -0.1932 1,1959 0.2698
1.00800 -0.1936 1,2210 0,2779
1,00700 -0.1940 1,2487 0.2869
1.00600 -0.1944 1.2797 0.2970
1.00500 -0.1948 1.3152 0.3085
1.00400 -0,1953 1.3569 0,3221
1.00300 -0.1957 1.4078 0.3388
1.00200 -0.1961 1.4746 0.3608
1.00100 -0.1965 1.5766 0.3945
1.00090 -0.1965 1,5908 0.3992
1.00080 -0.1966 1.6064 0,4044
1.00070 -0.1966 1.6236 0,4101
1.00060 -0.1967 1,6429 0,4165
1.00050 -0,1967 1.6650 0.4239
1,00040 -0.1967 1.6910 0.4325
1.00030 -0.1968 1,7229 0.4431
1o00020 -0.1968 1.7649 0.4571
1.00010 -0*1969 1.8299 0.4787
1100009 -0.1969 148391 0.4818
1.00008 -0.1969 1.8492 0,4851
1,00007 -0.1969 1.8604 0,4889
1.00006 -0.1969 1.8730 0.4'?31
1.00005 -0.1969 1,8874 0.4979
1.00004 -0.1969 1.9046 0,5036
1.00003 -0.1969 1.9257 0.5106
1,00002 -0.1969 1,9540 0.5200
1.00001 -0.1969 1.9983 0.5348
1.00000 -0.1969 2.6062 0.1040
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appropriate average particle separation parameter x.

The effective polarizability is then used in the dipole approximation for the dielectric constant.
The Clausius-Mossotti expression

• -.[1 • 4wN <a> 1(9
Cm ~0 s + -N (9)

1--.rN<a>J

is consistent with our assumption that only pairs and isolated spheres are present.

IV.l.5. Comparison with Experiment

Our results apply to a suspension of conducting spheres in the long wavelength (electrostatic) limit
with intermediate filling factors. Although the Clatsius-Mossotti expression for isolated spheres is
independent of the sphere size, the pair calculations assumed equal-sized spheres, so we should res.
trict our comparison to fairly nwono-disperse samples. Some of the older literature reviewed by
DeLoor [10] report dielectric constant enhancements that can be attributed to cluster effects. The
measurements of Guillie-, [22] on emulsions of Hg in oil are of particular interest, because both parti-
cles and host are liquids so the particles are exceptionally smooth and spherical. We shall compare
our calculations with Guillien's low frequency results and with the recent microwave measurements
reported in the technical reports of this contract [2,3].

The largest possible isotropic dielectric constant enhancement obtainable with isolated pairs
occurs when all of the spheres form pairs in contact. The number of isolated spheres is then zero and
the number of pairs is maximum, provided that no sphere is permitted more than a single point of
contact. From Table 2 we see that at contact, the average polarizability per sphere is equal to
1.4024RI. The solid lines in Figures 20 and 21 show the Clausius-Mossotti results, with and without
pairing. The bottom curve is the Clausius-Mossotti result, with no pairs present. The upper two
curves show the pair-enhanced dielectric constant according to two extreme assumptions about the
dependence of the pairing probability upon particle density, as discussed next.

In the topmost curves of Figures 20 and 21 we assume that the pairing probability is independent
of particle density. One conspicuous consequence of this assumption is that the derivative of the
curve of dielectric constant versus filling factor is larger than the Clausius-Mossotti value 3to at p = 0.
"This is admittedly an extreme assumption, in that complete pairing is assumed even in the limit of
very small filling factor. Such a high clustering tendency may be appropriate for cohering particles
that resist breakup by stirring. Some of the experimental data seem to involve some low density clus-
tering. Whether or not such media exist, the example serves to show that even clusters as small as
pairs can produce significant effects.

Another simple case is obtained by assuming that the pair density is simply proportional to the
filling factor p, Assuming that n 2(x) -pI/P, we have

<a> - R 3(l+aj 2,o(1)p/2pR 3) (10)

"Settingp, = 0.63, the value appropriate for a random medium, we get the middle curves in Figures 20
and 21. This is a more natural assumption for non-cohering particles, since for such materials one
would expect the pair density to go to zero in the limit of low filling factors. With this assumption
there are no pairs present at zero filling factor, so the intial slope is equal to 3Uo in agreement with
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the Clausius-Mossotti result.

The calculated curves are the same in Figures 20 and 21 except for normalization. The points
shown are the experimental results. Figure 20 shows microwave measurements on solid particles
from Reference 3, Figure 5 and 7. Microscopic examination showed the samples to be relatively
mono-disperse distributions of nearly spherical particles. Figure 21 shows Guillien's measurements
on Hg emulsions in oil [22]. The similarity of the experimentally measured dielectric enhancements
of the solid samples in Figure 20 and the liquid sample in Figure 21 is worth noting, since the liquid
sample presumably exhibits an enhancement produced by density variation alone, uninfluenced by a
distribution of particle shape. The large enhancements exhibited by some of the solid samples in Fig-
ure 20 could be due either to a distribution of particle shape and/or larger scale density variations.

IV.,.6 Conclusions

Using the polarizabilities in Table 2, together with equations (7) and (9), one could easily calcu-
late the dielectric constant in the presence of an arbitrary distribution of pair densities. However, cal-
culations based on detailed assumptions regarding the pair distribution would require a correspond-
ingly detailed microscopic sample characterization.

In the absence of a detailed sample characterization, we can estimate the magnitude of the pair
contributions to dielectric enhancement by assuming that all of the pairs have the same (average)
separation parameter. Then only the product of the pair density and the incremental polarizability
enters the generalized Clausius-Mossotti relation (9) via equation (8). In general, a range of densities
and incremental polarizabilities yield the same enhancement.

Isolated particle pairs can give rise to a substantial enhancement ot the long wavelength dielectric
constant of a medium of metal spheres. Large enhancements require large numbers of close pairs.
For spheres in contact, the incremental polarizability is of the same order of magnitude as that of a
single isolated particle. Whatever the actual pair distribution, only very close pairs make a significant
contribution to dielectric constant enhancement.

IV.2 Further Experimental Comparisons with Theoretkal Models

In the preceding section we have seen that pair interactions alone can produce permittivity
enhancements (above the Clausiua-Mossotti values) as large as those often observed in random
metal-particle composites. The example shown in Figure 21 is striking because of the ideal materials
of that experiment [22], i.e., both phases liquid and perfect sphericity guaranteed for the metal parti-
cles. It would be foolish to put heavy weight on one or the other of the two limiting calculated models,
inasmuch as the assumption of isolated pairs quickly breaks down with increasing packing, The
apparent trend toward convergence between experiment and model is success enough in an otherwise
almost intractable problem. For recent examples of the difficulty in treating the theoretical problemr
with rigor, see Reference 15.

Subsequent to Doyle's report we encountered another ideal experiment, in the chemical engineer-
ing literature on electrical conductance [231. Beds of solid resin spheres (0.2 to 10 mm diameter)
were fluidized by aqueous solutions of sodium chloride. By varying resin material as well as saline
concentration, a wide range of intrinsic conductivity ratios could be attained. Volume fractions rang-
ing from as low as 0,04 to as high as 0.6 were achieved, Conductivity measurements were carried out
at 1.6 kHz using specially prepared electrodes in the fluidized bed. Turner's work provides a nice
overlap as well as an extension of the range studied by Guillien [22].
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In Figure 22 we show the superposition of the reduced permittivity and reduced conductance data
in comparison with several model calculations. First one should observe the rather smooth overlap
between the two sets of experiments. Together these data sets provide an empirical reference solu-
tion to the problem of an artificial dielectric composed of non-percolating ("coated") randomly-
arrayed, reusonably-monodisperse spheres. Secondly, we note again how well the oversimplified pair
interaction model (n2 - p/pc), comes close to describing these experimental observations. This is in
strong contrast to the quasi-empirical, quasi-theoretical model of McKenzie et al. [19] which
accounted for higher order multipoles but was keyed by scaling to the packing limit atp. -0.63. The
base reference curve, the dipolar-only model of Maxwell and Clausius.Mossotti is also shown. Our
delight with this modeling success led us to describe it at an APS meeting [24].

Finally, in Figure 23 we return to the microwave frequency experiments with solid metal spheres,
repeated in simplified schematic from Figure 20, The ensemble of data points for each of the two
metal alloy systems has been replaced by an average data line. [The data from the B-series of alloy
powder are broken into one line and an outlying set of x-points which deviate for reasons not yet
understood.] We are struck by the relative positions of the B-series line and the Doyle pair-
interaction model when viewed together with Figure 22. Thus most of the B-series data resemble the
behavior of the Ideal sphere experiments. It should be recalled (as in Section III. 1 and Figure 15,
herein) that the NI-Cr alloy powder suffered somewhat from non-spherical deviations. Thus we arrive
at approximate experimental convergence of permittivity behaviors with deviations understood in
many cases.

Overall, the progress on both the experimental and the modeling (or "theoretical") aspects of
these systems is quite satisfying. Reasonably good analytic/empirical tools are in hand with which to
predict the permittivity of random metal-particle artificial dielectrics over a wide range of frequencies
up to and including the millimeter wavelength range.

V. CONCLUSIONS

In this report period we have completed the tasks set forth in the contract work statement, dealing
with the essentially non-magnetic artificial-dielectric composites.

We have been able to improve the electromagnetic evaluation of polymeric binder composites in
the centimeter wavelength range, 2-18 GHz, mainly through collaboration with staff scientists at the
Naval Research Laboratory, The earlier stage foray [3] into the millimeter wavelength range, at 35
GHz, (with a colleague at GE-Philadelphia) has now been complemented on several polymeric com-
posite samples both into the K.-band (26-40 GHz) and the W-band (75-110 GHz) working at NRL.

The results support our earlier suggestion that the permittivity values change but little over the full
range covered. On the other hand, the induced permeability results are reasonably consistent with the
behaviors calculated in our first report [2]. This success provides a firm foundation for extending
these concepts to the more difficult metallic magneto-dielectrics discussed in the classified reports
under this contract,

The main interests in the permittivity results have focussed on their dependence on volume load-
ing and their scaling properties with change of binder. Reasonably extensive results on the polymeric1
binder composites show very good agreement between 10 0G4z data and 35 GHz data; both depart
smoothly from the host binder value and exhibit substantial upward deviation from the classical
Clausius-Mossotti dipolar model. Experiments with an alternative inorganic (glassy) binder show

qualitatively similar behavior (measured at 35 0Hz) along with higher values for the dielectric
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constants. When adjusted for binder permittivity, the variation of e, /c for the two binder systems is
in very good agreement out top -O.Z but deviates at higher loadings, probably because of powder
particle distortion in the inorganic composite preparation. These same composites showed induced
complex permeability results in excellent agreement with the model calculations [2].

We have also been successful in improving the modeling of permittivity behavior of randomly
packed artificial dielectrics. This has been a two-faceted success, Le., on the empirical and on the
"theoretical" fronts. The empirical success rests on the discovery in the literature of several rather
different sets of results from ideal experiments involving truly spherical second phase particles, well
randomized, and non-percolating (22,23]. some of our own data sets strongly resemble this "ideal
behavior." On the "theoretical" side, we have developed, through the work of our consultant, Prof.
Doyle, a rather simple pair-interaction model which is a naive oversimplification in part but serves to
show the importance of local clustering and higher-order multipole effects [24]. The pair-interaction
model comes closer to describing the experimental results than any other model known to us. This
convergence, even If it is not to be taken very seriously, gives one a feeling of confidence and predic-
tive control in considering the dielectric behavior. We note in passing that this approach should also
be applicable to the real part of the permeability in the magneto-static limit, and will be examined in
Part B of this report.
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